RENTAL LED DISPLAY
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Rental LED Screen
RS, RX, RX PRO
Indoor / Outdoor
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RENTAL LED DISPLAY: RX
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RENTAL LED DISPLAY: RX
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RENTAL LED DISPLAY: RX PRO



RENTAL LED DISPLAY SPECIFICATION

Rental LED Display

Model: IR-P1.9 IR-P2.6 IR-P2.976 IR-P3.91 OR-P3.91 OR-P 4.81
Application Indoor Outdoor

Pixel pitch 1.9mm 2.6mm 2.976mm 3.91mm 3.91mm 4.81mm

Destiny 262,114 Dots/M2 147,456 Dots/M2 112,896 Dots/M2 655,36 Dots/M2 655,36 Dots/M2 43,264 Dots/M2

LED Type SMD1010 SMD1515 SMD2121 SMD2121 SMD1921 SMD2727

Pixel type(R/ G/ B) 1R1G1B (3in 1) 1R1G1B (3in 1) 1R1G1B (3in 1) 1R1G1B (3in 1) 1R1G1B (3in 1) 1R1G1B (3in 1)
Module size 250*250mm 250*250mm 250*250mm 250*250mm 250*250mm 250*250mm

Module Resolution 128*128 Pixel 96*96 Pixel 84*84 Pixel 64*64 Pixel 64*64 Pixel 52*52 Pixel

Cabinet Size (H*W) 500*500mm 500*500mm 500*500mm 500*500mm 500*500mm 500*500mm

Cabinet Resolution (PX* PX) | 256*256 Pixel 192*192 Pixel 168*168 Pixel 128*128 Pixel 64*64 Pixel 52*52 Pixel

Cabinet Size (H*W) 500*1000mm 500*1000mm 500*1000mm 500*1000mm 500*1000mm 500*1000mm
Cabinet Resolution (PX* PX) | 256*512 Pixel 192*384 Pixel 168*336 Pixel 128*256 Pixel 128*256 Pixel 52*104 Pixel

Drive mode 1/32 scan 1/16 scan 1/32 scan 1/16 scan 1/16 scan 1/13 scan

Weight 713 KG 713 KG 7113 KG 7113 KG 713 KG 7113 KG

Viewing Distance >1m i >2m >3m >3m >4m

Brightness 1000nits 1000nits 1000nits 1000nits 4500nits 4500nits

IP Rating IP43 1P43 1P43 1P43 IP65 IP65

Maximum Power Consumption| 680W 660W 650W 600W 700W 740W

Average Power Consumption | 200W 210W 195W 180W 210W 220W

Case Material Die-casting aluminum Die-casting aluminum Die-casting aluminum Die-casting aluminum Die-casting aluminum Die-casting aluminum
Viewing Angle 140° (H)/140°(V) 140° (H)/140°(V) 140° (H)/140°(V) 140° (H)/140°(V) 140° (H)/140°(V) 140° (H)/140°(V)
Input voltage 110-220V 110-220V 110-220V 110-220V 110-220V 110-220V

Grey Scale (bit) 16bit 16bit 16bit 16bit 16bit 16bit

Refresh rate(HzZ) 1920 or 3840 optional 1920 or 3840 optional | 1920 or 3840 optional 1920 or 3840 optional 1920 or 3840 optional | 1920 or 3840 optional
Control method: Sync&Async Sync&Async Sync&Async Sync&Async Sync&Async Sync&Async
Temperature Operating (°C) -20°C~+80°C -20°C~+80°C -20°C~+80°C -20°C~+80°C -20°C~+80°C -20°C~+80°C
Working Humidity 10%RH~90%RH 10%RH~90%RH 10%RH~90%RH 10%RH~90%RH 10%RH~90%RH 10%RH~90%RH
Services access Dual (Front and Rear) Dual (Front and Rear) Dual (Front and Rear) Dual (Front and Rear) Dual (Front and Rear) Dual (Front and Rear)
Certificate CE/ROHS/FCC CE/ROHS/FCC CE/ROHS/FCC CE/ROHS/FCC CE/ROHS/FCC CE/ROHS/FCC

RENTAL LED DISPLAY: RX
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